New One-Time Used 40’x8’x8’6”  Steel ISO Container, Wood Floor, Double Locking Rear Doors, Watertight and Structurally Sound, New Paint 1ST choice:  gray , 2ND choice:  white, 

- Includes Delivered to Saint Inigoes, MD Modified as Follows:
-Insulate interior of unit: install 2” Polyiso rigid boards of insulation in ceiling & 1 3/8” on walls and doors, using adhesive to adhere to walls ceiling, and doors,  adhere 1/4” plywood to insulation on walls and doors (not ceiling) to form a  hard interior and protect the insulation against damage.

-Cut out hole in nose, frame out with square steel tubing, and install 220V 24000 Btu cooling 16,5000 Btu Heating nose mount window style unit with exterior security tubing.

- Install optional HD 36”x6’8” 16 gauge steel personnel door with deadbolt lock.  

Electrical Work As Follows:

- (4) 4’ 2-bulb fluorescent lights, outlet for A/C, (1) additional 120V outlet,   and (2) light switches (All MC Cable will be run over plywood attached to steel plates welded to walls behind insulation)

-100 Amp Panel box and breakers prepared for hookup to outside hardwire.

Completion – Approximately 4-5 weeks ARO

OPTIONS:

ADD customer’s UID tag onto container 

