EE216-LA-OMI-010/FPN-63

Table I-1. Reference Data

Data Rate
Elevation Antenna

Vertical Beamwidth
Horizental Beamwidth
Gain -’

Sidelobes (Ground Side)
Polarization

Scan Angle

Data Rate

Transmitter

Operating Frequency
Peak Output Power
Pulse Length

PRF

Receiver

Input Noise Figure

IF Frequency (Ist)

IF Frequency (2nd)

IF Bandwidth (Pre-Amp)
Linear (IF BW)
Logarithmic (IF BW)
MTI (IF BW)

Video Bandwidth

DMTI Group

Type
Filter

A/D Converter
Blind Velocity (Repetitive)
Integration

1-6 Original

Item Data
Azimuth Antenna

Horizontal Beamwidth 0.85"
Vertical Beamwidth 227
Gain 39.7 dB
Sidelobes -25dB
Polarization Circular or linear
Scan Angle 20°

2 looks/sec

-25 dB objective
Circular or lincar
-l t0-7°

2 looks/sce

9000-9160 MHz

80 kw min (coaxial magnctron)
0.2 usec nominal

3300 (7. 8. 9) staggered,

2750 fixed

11 dB
290 MHz
60 MHz
3.3 MHz
8 MHz
8-12 MHz
9 MHz

4 MHz

Coherent

Digital single or double
canceler (sclectable)
staggered (7, 8. 9)

8 bit 10 MHz

848 knots
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