	CLIN Number
	Description
	Estimated Quantity
	P/N

	0001
	ESMD Broadband Monitoring Receiver to include:
	1
	N/A

	
	ESMD:  Wideband monitoring receiver 20 MHz bis 3600 MHz With control panel 19inch,4 HU
consisting of: Basic unit without front panel, BASIC-G Front module contr. for ESMD, ESMD-LPC Display unit, ESMD-D
	1
	4066.0004.03


	
	ESMD-DF:  Direction finder option for ESMD control module and software without DF antenna
	1
	4066.4300.02


	
	ESMD-DC:  DC-DC converter for ESMD 10V to 32V
	1
	4066.4000.02


	
	ESMD-SL:  Selective Call Analysis for ESMD
	1
	4066.4600.02


	
	ESMD-PS:  Panorama scan RF spectrum for ESMD
	1
	4066.4500.02


	
	ESMD-SHF:  SHF-frequency extension for ESMD; 3,6 GHz to 26,5 GHz
	1
	4066.4200.02


	
	ESMD-HF:  HF-frequency extension for ESMD 9 kHZ to 30 MHz
	1
	4066.4100.02


	
	ESMD-ADC2:  Multi-function board 1 for ESMD for options ESMD-WB and/or ESMD-DDC
	1
	4079.7925.02


	
	ESMD-COR:  DF error correction for ESMD-DF
	1
	4066.4745.02


	
	ESMD-DDC:  Multi-channel reception (4DDC's)for ESMD for 20 MHz and 80 MHz IF-Bandwidth
	1
	4066.4545.02


	
	ESMD-WB:  80 MHz IF Panorama bandwidth for ESMD
	1
	4066.4645.02


	
	ESMD-DDCE:  DDC signal extraction
	1
	4079.7760.02


	0002
	ZZA-411:  19" adapter, 4 HU, 1/1 for BW2000 cabinets
	1
	1096.3283.00

	0003
	PR100 Portable Receiver 9kHz to 7.5GHz to include:
	1
	N/A

	
	PR100:  Portable Receiver 9 kHz-7.5 GHz, 10 MHz Real Time Bandwidth incl. Power Supply Unit, Battery SD-Card, Carrying Strap, Manual-CD PR100-Control software included in scope
of delivery (activated PR100-RC option needed)
	1
	4071.9006.02

	
	PR100-BP:  Battery Kit for PR100 scope of delivery: additional battery, charging unit, mains adapter
	1
	4071.9206.02


	
	PR100-FP:  Software option Frequency Processing SHF for PR100 reception of signals up to 18 GHz and frequency/position corrected
representation by using antenna with downconverter (antenna and downconverter not included in scope of delivery)
	1
	4071.9558.02


	
	PR100-FS:  Option Fieldstr. Measurement for PR100 due to programmed antenna factors in the device, the measured signal field strength is displayed directly
	1
	4071.9506.02


	
	PR100-RC:  Option Remote Control for PR100 in combination with external computer remote control of device and data recording via LAN-Interface
	1
	4071.9406.02


	
	PR100-IR:  Option Internal Recording
for recording of measurement data,
spectra, I/Q, audio etc.to SD-Card
or internal device memory
	1
	4071.9358.02


	
	PR100-PS:  Option Panorama Scan for PR100 frequency spectra display for broadband scanning operation
	1
	4071.9306.02


	
	PR100-GPS:  Option software interface for GPS for processing the datastream of an external GPS module. (GPS module not included in scope of delivery)
	1
	4071.9958.02

	
	HA-Z202:  12V car adapter.  Connector for cigarette lighter (for R&S®PR100, R&S®FSH4/8 and R&S®ETH)
	1
	1309.6117.00



	HA-Z220:  Soft carrying bag (for PR100, FSH4/8 and ETH)
	1
	1309.6175.00
	

	0004
	HE300 Active directional antenna, 20 MHz to 7500 MHz consisting of
	1
	N/A


	
	HE300:  Active directional antenna 20 MHz to 7500 MHz 3 subrange antennas; N male connector with integrated GPS/el.compass module
	1
	4067.5900.03


	
	HE300HF:  Loop antenna as HF option for HE300 9 kHz to 20 MHz (fitting into transport case of HE300)
	1
	4067.6806.02


	0005
	DDF007 to include:
	1
	N/A

	
	DDF007:  Portable direction finder
	1
	4090.5019.02

	
	DDF007-FP:  SHF frequency process. option for DDF007 display of the corrected frequency
when using an SHF monitoring antenna in combination with a downconverter
	1
	4090.5077.02


	
	DDF007-FS:  Fieldstrength meas. option for DDF007 calculation and display of fieldstrength based on antenna factors safed in the device
	1
	4090.5060.02


	
	DDF007-GPS:  Map display/GPS option for DDF007 for display of DF results on a map, for use of HE300 with GPS and for use of external GPS devices
	1
	4090.5083.02


	
	DDF007-PS:  Panorama scan for DDF007
	1
	4090.5025.02

	
	DDF007-RC:  Remote control option for DDF007 remote cntrol and data storage by an external PC via LAN interface
	1
	4090.5048.02

	
	PR100-BP:  Battery Kit for PR100 scope of delivery: additional battery, charging unit, mains adapter
	1
	4071.9206.02

	
	ADD17XZ3:  Vehicle adapter with magnet mount for ADD107, ADD207 and ADD175
	1
	4090.8801.02



	0006
	HE300 Active directional antenna, 20 MHz to 7500 MHz consisting of:
	1
	N/A

	
	HE300:  Active directional antenna 20 MHz to 7500 MHz 3 subrange antennas; N male connector with integrated GPS/el.compass module
	1
	4067.5900.03


	HE300HF:  Loop antenna as HF option for HE300 9 kHz to 20 MHz (fitting into transport case of HE300)

	1
	4067.6806.02

	

	0007
	HF907DC SHF Directional Ant. with Down Converter, 7.5 GHz to 18 GHz consisting of:
	1
	N/A


	
	HF907DC:  SHF Directional Antenna with Down Converter 7.5 GHz to 18 GHz Color: anthracite grey (RAL7016)
	1
	4070.8006.02


	
	HA-Z202:  12V car adapter. Connector for cigarette lighter (for R&S®PR100, R&S®FSH4/8 and R&S®ETH)
	1
	1309.6117.00


	
	ADD107:  Compact VHF/UHF DF antenna 20 MHz to 1 GHz for single-channel DF only color: light ivory (RAL1015)
	1
	4090.7005.02

	
	ADD207:  Compact UHF/SHF DF antenna 690 MHz to 6 GHz for single-channel DF antennas only color: light ivory (RAL1015)
	1
	4096.0002.02


	
	HA-Z220:  Soft carrying bag (for PR100, FSH4/8 and ETH)
	1
	1309.6175.00


