What’s New in MIL-STD-3014  -  MiDEF  -  May 2007 Update
(Rev. 1)

Registries affected:  Primitive (Other), Concatenated, Module, User Code

A. Added several primitive, concatenated and module data types

B. Added two new user codes

C. Updated registry addition forms for data types to be more specific
(New data types support a new class of MiDEF users: configurable carriage systems.)
The following new general-use primitive data types have been added:

329
(0X0149)
CONFIG USER FILE ID

(2 bytes in size)


Descriptor: “User identification number for a file”


Format per class code:  249
GENERAL NUMBER-L
330
(0X014A)
TIME MIN SNSTV DATA ERAS
(4 bytes in size)


Descriptor: “Max time required by store to erase sensitive data”


Format per class code:  320
TIME DURATION

331
(0X014B)
TIME MAX CTS TO CTSS

(4 bytes in size)


Descriptor: “Maximum time required by store to respond to CTS with CTSS”

Format per class code:  320
TIME DURATION

332
(0X014C)
TIME MAX RDY TO COMM
(4 bytes in size)

Descriptor: “Maximum time required by store from power-up to fully comms capable”


Format per class code:  320
TIME DURATION

333
(0X014D)
TIME MIN CTS INTERVAL

(2 bytes in size)

Descriptor: “Min time after sending CTS to current store, before sending CTS to next store”

Format per class code:  227
GENERAL TME-L

334
(0X014E)
TIME MIN RELEASE INTVL
(2 bytes in size)


Descriptor: “Min time after releasing current store, before releasing next store”

Format per class code:  227
GENERAL TME-L

335
(0X014F)
CONFIG LEGACY 22T HEADER
(2 bytes in size)


Descriptr: “Used by carriage system to compare to response of subordinate store”


Format per class code:  297
GENERAL DATA WORD

The following new program-specific primitive data type has been created:

32767
(0X7FFF)
CONFIG MAX STEPOVR ALWD
(1 byte in size)


POC:
Jason.d.hollrah@boeing.com
Descriptor: “Max number of hung or failed stores that may be bypassed in a release sequence”


Format per class code:  324
GEN 8-BIT UNSIGND INTGR
The following new program-specific concatenated data types have been created:

28671
(0X6FFF)
CONFIG RELEAS SEQ PARAMS    (6 bytes in size)


Descriptor:  “IDs Station, pylon, seq of 4 wpn pos #s, delay for next release”

Contact e-mail: dennis.j.giovanoni@boeing.com
Contents (primitives in sequence:)

172
IDENT STORE STA NUM

(1 byte)

173
IDENT PYLON BAY ID

(1 byte)

327
GENERAL PACKED BCD

(1 byte)

327
GENERAL PACKED BCD

(1 byte)

334
TIME MIN RELEASE INTVL
(2 bytes)
28670
(0X6FFE)
CONFIG DATA SIZE    

(3 bytes in size)

Contact e-mail: dennis.j.giovanoni@boeing.com

Descriptor: “Used to pass data element size to parser; class code, size”

Contents (primitives in sequence:)



248
GENERAL INTEGER

(2 bytes)


324
GEN 8-BIT UNSIGND INTGR
(1 byte)



The following new general-purpose module data types have been created:

32787
(0X8013)
CONFIG STORE DEFNTN DATA
Descriptor: “Parameters used to configure a carriage system for a particular store”

32788
(0X8014)
CONFIG CLASS CODE DATA
Descriptor: “Parameters used to load a MiDEF parser with class code data”

32789
(0X8015)
CONFIG CARRIAGE DATA SET

Descriptor: “Set of modules used to configure a carriage store”

The following new user type codes data types have been created:

Assigned User Type Code
       4
       5


System Nomenclature
BRU-61/A
GBU-39/B
Earliest applicable Software/OFP version
CY08
CY08
Validity Start Date
25-May-07
25-May-07
Validity End Date
N/A
N/A
Contact Name
Joe Giovanoni
Jason Hollrah
Contact Phone Number
(314) 777-9142
(314) 545-6636
Contact e-mail address
dennis.j.giovanoni
jason.d.hollrah

  @boeing.com
  @boeing.com
Contact Organization
Boeing
Boeing
