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ADMIN
NAVAVNDEPOT NORTH ISLAND CA//4.8.7/3.1.4.4/3.0//
COMNAVAIRLANT NORFOLK VA//(N422B40)//
COMNAVAIRPAC SAN DIEGO CA// (N422B)//
COMNAVAIRESFOR NEW ORLEANS LA//(N427)/(ALD-E)//
COMMARFORLANT// (ALD-E) //
COMMARFORPAC// (ALD-E) //
CNATRA CORPUS CHRISTI TX//(N422)//
COMARESFOR NEW ORLEANS LA//(ALD-E)//
COMFAIRMED NAPLES IT//
°  COMFAIRWESTPAC ATSUGI JA//
CG FIRST MAW// (ALD-E)//
CG SECOND MAW//(ALD-E)//
CG THIRD MAW//(ALD-E)//
CG FOURTH MAW// (ALD-E)//
INFO COMNAVAIRSYSCOM WASHINGTON DC//AIR-3.6.4.1/PMA-251//

CMC WASHINGTON DC//(ALS-34)//

UNCLAS //N04730//

MSGID/GENADMIN/NADEP NORIS CA 3144B/-//

SUEJ/SUPPORT EQUIPMENT BULLETIN (SEB) NO. 734, TD CODE 63,

MOBILE FACILITY HALON 1211 FIRE EXTINGUISHER REPLACEMENT//

H. SALDIVAR, X54000 COPY TO:

3144 (F)/3144B/487/488/97601

T. O'’DONNELL, CODE 4.8.7, X53992

C“7CC5¥N5@wwuaﬁ?7
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REF/A/DCC/OPNAVINST/5090.1B//
REF/B/RMG/COMNAVSUPSYSCOM WASHINGTON DC/0414222JANSS/-/-/-//
NARR/REF A IS OPNAVINST 50901.B SUBJECT, ENVIRONMENTAL AND NATURAL
RESOURCES PROTECTION MANUAL, CHAPTER 6. REF B NOTES 0 ZONE DEPLET
SUBSTANCE SUPPLY SUPPORT.//
RMKS/1. COG CODE: ENGINEERING, L. BJURMAN, NADEP NORTH
ISLAND, CODE 4.8.7.0.1, DSN 735-5215. LOGISTICS: H. SALDIVAR,
NADEP NORTH ISLAND, CODE 3.1.4.4B, DSN 735-4000.
2. CATEGORY: ROUTINE.
>. DOCUMENTATION AFFECTED:

A. NAVAIR AG-360MF-CCD-000, TECHNICAL MANUAL, MOBILE
FACILITIES, 01 APR 90.
4. PURPOSE: TO PROVIDE INSPECTION AND CORRECTIVE ACTION FOR
FIRE FIGHTING EQUIPMENT IN THE MOBILE FACILITY. PORTABLE HALON
1211 FIRE EXTINGUISHERS MUST BE REMOVED TO COMPLY WITH NAVY
POLICY ON CZONE-DEPLETING SUBSTANCES IN REF (A). THIS INSPECTION
IS WARRANTED BY REF (A). THIS SEB DOES NOT AFFECT CEILING-
MOUNTED HALON 1301 FIRE EXTINGUISHERS.
5. APPLICATION:

A. BASIC EQUIPMENT:

.12
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NCMENCLATURE SERIAL NO. QTY
MOBILE FACILITY ALL 5000

B.

C.

TRAINERS: NOT APPLICABLE.

SPARES: NOT APPLICABLE.

6. COMPLIANCE:

A.

BASIC EQUIPMENT: START OF INSPECTICN AND REPLACEMENT

SHALL BE DONE AT THE ORGANIZATIONAL/INTERMEDIATE MAINTENANCE

ACTIVITIES NLT 30 DAYS AFTER BULLETIN ISSUE AND FULL COMPLIANCE

NLT 28

B.

~
N n

FEB 97.

TRAINERS: NOT APPLICABLE.

SPARES: NOT APPLICABLE.

HOURS::

BASIC EQUIPMENT:

OF MEN ' SKILL TOTAL MAN HRS.
1 AS (NAVY) /6XXX (MARINE CORPS) 0.5
TRAINERS: NOT APPLICABLE.

SPARES: NOT APPLICABLE.

8. SUPPLY DATA:

A,

REQUIREMENTS FOR BASIC EQUIPMENT:

(1) PARTS/MATERIALS REQUIRED:

0
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- QUANTITY PART NUMBER CAGE NCMENCLATURE SM&R
1 36455 99539 CO2 FIRE PAGZZ
EXTINGUISHER,
5-LB
1 809 54905 BRACKET PAGZZ
5 MS51861-70 - SCREW, PAGZZ
TAPPING
& ANS70-5 - WASHER, FLAT PAGZZ

0601230

NSN
4210-00~

270-4512

4210-01-
282-1789
5305-00-
432-4255
5310-00-

167-0767

THE FCLLCWING RIVETS MAY BE SUBSTITUTED FOR THE ABOVE SCREWS

IF A 1/4-INCHE BLIND RIVET TOOL IS AVAILABLE TO THE INSTALLER.

QUANTITY PART NUMBER CAGE NOMENCLATURE SM&R NSN
2 M24243/1A812 - RIVET, BLIND PAGZZ 5320-00-
850~3253
3 M24243/1A804 - RIVET, BLIND PAGZZ 5320-00-
850-3257
(2) PECULIAR SUPPORT EQUIPMENT REQUIRED: NONE.

\
(2)

DISPOSITION OF MATERIALS REMOVED:

PER REF (A),

UNCLASSIFIED
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EXTINGUISHERS AND BRACKETS LOCALLY TO SUPPCRT MISSION-CRITICAL
REQUIREMENTS AS DEFINED IN REF (A). TRANSFER EXCESS PORTABLE
HALON FIRE EXTINGUISHERS TO THE DEFENSE DEPOT AT RICHMOND, VA
AS DESCRIBED IN REF (B).
(4) SOURCE OF SUPPLY:
REQUISITION MATERIAL THRCOUGH NORMAL. SUPPLY

CHANNELS.

B. REQUIREMENTS FOR TRAINERS: NOT APPLICABLE.

C. REQUIREMENTS FOR SPARES: NOT APPLICABLE.
9. REIDENTIFICATION: NOT APPLICABLE.
10. DETAILED INSTRUCTICNS:

A. INSPECT PORTABLE FIRE EXTINGUISHER IN MOBILE FACILITY.
FIRE EXTINGUISHERS HAVING HALON 1211 SHALL BE REMOVED FROM THEIR
BRACKETS. DO NOT REMOVE CEILING-MOUNTED HALON 1301 FIRE
EXTONGUISHERS OR FIRE EXTINGUISHERS THAT DO NOT CONTAIN HALON.

3. DRILL THROUGH MOUNTING RIVETS TO REMOVE FIRE EXTIN-
GUISHER BRACKET.

C. BEFORE MOUNTING BRACKET, NSN 4210-01-282-1789, INSERT
CARBCN DICXIDE FIRE EXTINGUISHER, NSN 4210-00-270-4512, INTO

BRACKET. ADJUST NUTS ON BRACKET STRAP TO ENSURE PROPER FIT.

UNCLASSIFIED 2904332 FEB 96
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REMOVE FIRE EXTINGUISHER.

D. LOCATE FIRE EXTINGUISHER BRACKET, NSN 4210-01-282-1789,
ON FRONT OR REAR WALL OF MOBILE FACILITY. LOCATE IN SAME AREA
AS PREVIOUS FIRE EXTINGUISHER, IF PRACTICABLE. HOWEVER,
INSTALLER SHALL USE THE FOLLOWING DIMENSIONS: HORIZONTAL
MOUNTING DIMENSION SHALL BE 12.88 TNIYES TRUM TIRNER OF MF TO
NEAR EDGE OF BRACKET. VERTICAL MOUNTING DIMENSICN SHALL NOT
EXCEED 54 INCHES FROM TOP OF FIRE EXTINGUISHER BRACKET TO
FLOCR.

E. DON'T MOUNT FIRE EXTINGUISHER IN FRONT OF THE POWER

STRIBUTION PANEL DOCOR. BEFORE MOUNTING BRACKET, MAKE SURE

ACCESS TO FIRE EXTINGUISHER WON'T BE BLOCKED BY EXISTING
EQUIPMENT IN THE MF AND IS CLEARLY VISIBLE TO PERSONNEL WITHIN
THE MF. IF MOUNTING BRACKET IN SAME AREA AS ORIGINAL FIRE
EXTINGUISHER RESULTS IN RESTRICTED ACCESS TO REPLACEMENT FIRE
EXTINGUISHER, SELECT ALTERNATE LOCATION. HOWEVER, MCUNTING
DIMENSIONS SPECIFIED IN ABOVE PARAGRAPH MUST BE USED.

F. IF INSTALLING BRACKET USING NSN 5305-00-432-4255

SCREWS, DRILL SIX (6) 0.21 INCH DIAMETER MOUNTING HOLES. IF

INSTALLING BRACKET USING RIVETS, DRILL SIX (6) 0.26 INCH

UNCLASSIFIED 290433Z FEB ¢S~
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DIAMETER MOUNTING HOLES. USE BRACKET AS TEMPLATE.

G. INSTALL BRACKET WITH MOUNTING HARDWARE SPECIFIED.
MOUNTING HARDWARE MUST FASTEN TO THE WALL STUD TO ADEQUATELY
SUPPORT THE FIRE EXTINGUISHER. THE VERTICAL WALL STUD IS
17.00 INCHES FROM CORNER OF MF. RIVET MOUNTING REQUIRES THAT
THREE NSN 5320-00-850-3253 RIVETS SECURE THE BRACKET TO THE
WALL STUD AND THREE NSN 5320-00-850-3257 RIVETS SECURE THE
BRACKET TO THE MF SKIN. RIVET AND SCREW MOUNTING REQUIRES
THE USE OF NSN 5310-00-167-0767 FLAT WASHERS.

H. INSTALL FIRE EXTINGUISHER, NSN 4210-00-270-4512, IN
BRACKET.

11. WEIGHT AND BALANCE: NOT APPLICARLE.
12. RECORDS AFFECTED:

A. ENTER COMPLIANCE IN SUPPORT EQUIPMENT CUSTODY AND
MAINTENANCE RECORD (OPNAV 4790/51).

B. REPORT COMPLIANCE THROUGH VIDS/MAF FROM (OPNAV 4790/
6J) AND TECHNICAL DIRECTIVE STATUS ACCOUNTING SYSTEM.

13. VERIFIED BY: MALS-11, 3RD MAW, MCAS EL TCRO.
14. RESCISSION DATE: 30 JUN 97.

15. RELATED INSTRUCTIONS:
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A. REQUEST TYCOMS/LEAD ACTIVITIES PROVIDE WIDEST POSSIBLE
DISSEMINATION.
16. POINT OF CONTACT IS MR. L. BJURMAN, CODE 4.8.7.0.1, DSN

735-5215 OR COMMERCIAL (619) 545-5215.

1m0 9179325531233
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