Rev: 11/03/06
ANNEX TO EXHIBIT “C”
PROVISIONING REQUIREMENTS

1. Initial Support Kit List (ISKL): The ISKL is comprised of the Initial Support Items (ISI), the Tools and Test Equipment (T&TE), and the Engineering Data for Provisioning (EDFP) as required (see paragraph #2).

Submissions shall be submitted electronically in the following format, and media.   

[bookmark: Check10]|X| Microsoft Excel 2003 		|_| Internet/Web (MS I.E. 6.0)

[bookmark: Check11]|_| Microsoft Access 2003		|_| E-mail (Microsoft Outlook 2003)

[bookmark: Check12]				|X| Compact Disk (ISO9660 CD-ROM)


	
	DATA ELEMENT NAME/ COLUMN REQUIRED
	ISKL

	
	PLACE AN “X” TO INDICATE REQUIRED ELEMENTS IN THE ISKL. 
	

	1
	PROVISIONING LIST ITEM SEQUENCE NUMBER (PLISN)
	

	2
	TYPE OF CHANGE CODE (TOCC)
	

	3
	MANUFACTURES CAGE/FSCM (OEM)
	

	4
	PART NUMBER (P/N)
	

	5
	NOMENCLATURE
	

	6
	QUANTITY PER END ITEM (QPEI)
	

	7
	UNIT OF ISSUE (UI)
	

	8
	TOTAL QUANTITY RECOMMENDED (TQR)
	

	9
	UNIT OF ISSUE PRICE (UI PRICE)
	

	10
	TOTAL PRICE (TP)
	

	11
	NATIONAL STOCK NUMBER (NSN)
	

	12
	LONG-LEAD ITEM
	

	13
	ESSENTIALITY CODE (EC)
	

	14
	MEAN TIME BETWEEN FAILURES (MTBF)
	

	15
	PART AVAILABILITY CODE (PAC)
	

	16
	MANUFACTURES CAGE/FSCM 2
	

	17
	MANUFACTURERS PART/MODEL NUMBER 2
	

	18
	MANUFACTURERS CAGE/FSCM 3
	

	19
	MANUFACTURERS PART/MODEL NUMBER 3
	

	20
	PROVISIONING REMARKS
	

	
	
	 

	
	
	

	
	
	


[bookmark: Check9]

2. ISKL (ITEMS MARKED WITH AN “X” ARE THE REQUIRED ELEMENTS IN THE ISKL):
|_|  The ISI shall be formatted in Top Down Break Down sequence with the next higher assembly part number and PLISN annotated in the remarks block.

[bookmark: Check3]|_| Tools and Test Equipment shall be grouped and listed separately at the bottom of the ISKL.    The PLISN for Tools and Test Equipment shall start with the Letter T (T001, T002).  These are specialized tools and test equipment unique to the trainer.
|_| Engineering Data for Provisioning (EDFP):  EDFP, also known as identification data, is data necessary to identify the item completely and clearly for acquisition.  EDFP shall consist of one to two pages of government or industry specifications or standards and may include drawings, schematics, or wiring diagrams.  Such specific data may be derived from commercial catalogs and or commercial descriptions but shall not exceed the two page limitation. The PLISN’s and Part Numbers (P/N) listed on the ISI and T&TE shall match the PLISN’s and P/N’s embedded in the EDFP exactly. EDFP for computers shall at a minimum contain the computers configuration (Drives, CPU, add-ons, etc).The offeror may provide a direct P/N hyperlink within the ISKL to the EDFP.

3. Unit prices appearing on the ISKL shall be current catalog or market prices within 30 days of the date of submittal.
4. Connecting hardware such as screws, nuts, bolts, etc., will not be reflected on the ISKL.
5. When a kit is recommended on the ISKL, a complete listing of those components making up that kit shall immediately follow it.  A Kit is a group of more than one items used to repair or assemble the next higher assembly. Items supplied as a kit shall be identified by a "K" placed as the first digit of the next higher indenture, with the kit having the primary PLISN Number and the kit components secondary number (example K001, K001A, K001B).  Both the kit and the individual components shall contain all of the data required in accordance with Paragraph #1 of this Annex.
6. All items will be listed by Approved Item Name (AIN) noun nomenclature (i.e. Key, Socket Head screw; vs. Allen Wrench, etc.) as defined in the Federal Item Name Directory at  http://www.dlis.dla.mil/h6/.   Computer Hardware will reflect the delivered revision levels of all the lowest replaceable units (LRU's) identified for sparing

7. If an item on the ISKL has a MIL-Standard Part Number it shall be listed first followed by an actual manufacturer CAGE, and Reference Number as the second entry.

8. Unmodified Commercial Off-the-Self (COTS), computer and peripheral equipment shall be broken down to the LRU.  GFE shall be listed as single line entry.

9. Each ISKL submission shall be preceded with a listing of Manufacturers CAGE Code, Name, Address, Telephone Number, FAX Number (if known), Internet Address, POC and Email Address.

DEFINITIONS

1.  PROVISIONING LIST ITEM SEQUENCE NUMBER (PLISN):  A sequentially assigned value for all items contained in the system/equipment breakdown.  Once a number has been assigned to an item that number may not be used again.

2.  TYPE OF CHANGE CODE (TOCC):  This block, which is blank on initial submissions of provisioning data, shall be used as a type of change code to indicate deletions, modifications, typographical error, quantity changes (increase, decrease), and limited part applications as follows:

	A - Added item  

	C - Cage code change

	D - Indicates a deleted item

	G - Deletion of a data element

L - Item is replaced during production and support of the old part may be required for prior         production quantities

M - Indicates a modified item.  Required to identify entries for those items changed as a result of either administrative or engineering requirements (not for initial entry of NSN) before or during production.

	P - Reference number change

	Q - Used to make quantity field changes.

	T - Used to make a typographical error correction.

3.  MANUFACTURES CAGE CODE:  A five-character code assigned by the Defense Logistics Information Service (DLIS) to the design control activity or actual Manufacturer/Supply Company of an item as contained in the Cataloging Handbook H4/H8 Series.

4.  PART NUMBER:  Is the actual part, model or drawing number used by the manufacture to identify their item of supply.  Further, it is any number, other than a government activity stock number, used to identify an item of production, or used by itself or in conjunction with other reference numbers to identify an item of supply.

5.  ITEM NAME/NOMENCLATURE:  An identifying noun with appropriate adjective modifier, as contained in Federal Item Name Directory for Supply Cataloging, H6-1.
 
6.  QUANTITY PER END ITEM:  The total number of times the line item is used in the complete system/equipment.

7.  UNIT OF ISSUE (UI):  A code that indicates the UI quantity of an item.  The UI quantity is the managing activity's established accounting unit upon which the smallest unit pack is based, or accountable records are maintained and requirements are computed.  For applicable codes see DOD 4100.38-M.

8.  UNIT OF ISSUE PRICE:  The price for one UI of an item.  The last two positions of the field represent cents, and the decimal is understood.

9.  TOTAL QUANTITY RECOMMENDED:  A recommended quantity of an items required to support a specific number of applications for a specific period of time.  The applications may be to a weapon system, end item, component or combinations thereof, which are contained in the applicable contract.

10.  TOTAL PRICE:  Is the total price after multiplying the “UI Price” and the “TQR”.    The last two positions of the field represent cents, and the decimal is understood.

11.  NATIONAL STOCK NUMBER:  A number assigned under the Federal Cataloging Program/North Atlantic Treaty Organization (NATO) codification of equipment system to each approved item identification which provides a unique identification of an item of supply within a specified Federal Supply Classification (FSC).

12.  LONG-LEAD ITEM: Any item that requires advance ordering and or special consideration to insure that it is delivered in accordance with the delivery dates specified in the basic contract, including all computer systems and display systems repairable.

13.  ESSENTIALITY CODE:  A code to indicate the degree to which the failure of the part affects the ability of the end item to perform its intended operation.

1 -  Failure to this part will render the end item inoperable.

2 -  Item does not qualify for the assignment of code 1, but is needed for personnel safety.

3 -  Item does not qualify for assignment of code 1, but is needed for legal, climatic, or other requirements peculiar to the planned operational environment of the end item.

4 -  Item does not qualify for the assignment of code 1, but is needed to prevent impairment of/or the temporary reduction of operational effectiveness of the end item.

5 -  Failure to this part will not render the end item inoperable. 

14.  MEAN TIME BETWEEN FAILURES (MTBF):  The average time a part/component can operate without failure.  The MTBF is the number of failures divided by the number of hours the part/component has operated.

15.  PART AVAILABILITY CODE: The Manufacture’s estimated time before the part is discontinued and unavailable.

1     1 - 6  months
2     7 - 12 months
3     1 - 2  years
4     2 - 5 years
5     Greater than 5 years

16.  SELF EXPLANATORY

17.  MANUFACTURERS PART/MODEL NUMBER 2: An interchangeable part number related to the part number associated with data element number 4 above.  When more than one manufacturer's reference number identifies a single design item, the additional reference number(s) which have been validated by the contractor as completely interchangeable for the specific application and whose use will not invalidate the end item warranty shall be furnished.


18.  SELF EXPLANATORY

19.  SELF EXPLANATORY
 
20.  PROVISIONING REMARKS:  Narrative clarification of provisioning data.
1

2

